@O;’Cimasoum LITHIUM IRON PHOSPHATE ENERGY STORAGE BATTERY
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Function | (NO) Digital Display  (YES) Bluetooth Product Size: 484*170*241mm
Rated Voltage 12.8 V 15.00 mmm 0.60 C = 020 C == (.10 C
Rated Capacity(25°C) 200 Ah _14.00
==
Series & Parallels 4 ~ 1 S/P & 13.00 g
o —
Voltage Range 10 ~ 146 v § 12.00 \
Rated Energy 2560 Wh T 1100 \ \
Maximum Discharge Current 120 A EE: 10.00
Maximum Charge Current 120 A - 9.00 \
Discharge cut-off voltage =10 % 8.00
Charge voltage 14.6 v . 12 24 36 48 60/1 2 5 8§ 10 15 20
Discharge -
Cycle life(@25°C ,100%DOD ) > 3000 Cycle Time I min | hour
Operating humidit 60 £ 25% RH.
perating y o 100%\
Certified CE/UN38.3 90 S~
Communication / — 80 T~
=
Total Weight Approx. 1830 £ 050 | Kg S ~
S
Operating temperature Charging 0 ~45°C Discharging -20 ~ 55°C s 60 100%DOD 50%DOD 30%DOD
©
O
[tongtemstoree ] .
After the battery is charged, it should be used as soon as possible to avoid O FOS TED 150 D A0 GOUD T @R Sy Sl
loss of usable capacity due to self-discharge. Number of cycles (25°C,0.2C)
If storage is required, the battery needs to be stored in a low SOC state. The
recommended storage conditions are: 20%~40%S0C, 0°C~35°C, relative _
humidity <60%.
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% The above parameters are for reference only. The accurate parameters shall be based on the actual production order.

% During usage, it is strictly prohibited to reverse the positive and negative terminals of the battery.

% Please use a special charger for lithium-ion batteries when charging.

* If series or parallel connection is required, please consult the agent or manufacturer.
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